Sy Stqr'teCh Dokumenti me specifikat teknike té produktit

X-SENSE

Detektues Termik X-Sense XH02-M / ZASXS00128WEU /
NTC Thermistor / Class Al /54-65°C / 85dB / RF 868MHz —
Bardhé

SKU: 99054334 - EAN: 0810194780745
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18 specifikat e produktit

ATRIBUTI VLERA

Features

Sensor type NTC thermistor (Class Al)
Heat sensitivity 54-65°C (129-149°F)
Alarm loudness 85 dB at 3 m (3.2 kHz)
Alarm silence duration ~9 minutes

Max interconnected units (wireless) 24 (Link+ Pro/Link+ series)
Max devices via SBS50 base station 50

Network

Operating frequency (RF) 868 MHz

Transmission range over 500 m in open air

Operational conditions

Operating temperature 4.4-37.8°C (40-100°F)

Operating relative humidity up to 85% RH (non-condensing)
Battery

Battery type lithium, sealed (non-replaceable)
Battery life (standalone) 10 years

Battery life (with SBS50) 7 years

Design

Color White

Series X-Sense Link+ Pro

Software

App X-Sense Home Security (i0S/Android)

Technical details
Model XH02-M

SKU AXR-XSNXHO02M
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